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‘No One Offers 
More 
Variations 
in One-Inch 
VTRs. 


The Sony 
| BVH Series. 


Setting the World’s Standards in One-Inch VTR ... Sony. 


since 1976, professionals have turned to Scny- for their one-inch VTR 
requirements. As a matter of fact, they've made that choice over 
10,000 times. The reasons why are simple. When it comes to perfor- 
mance, reliability, operational ease and serviceability, no one offers 
more than Sony. 


Innovating New Standards. . . 
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Introducing the New Plug-In TBC 

The concept of a plug-in TBC for a 1-inch Type C VTR was 
first introduced with the BVH-2000 Series VTR. Now Sony 
has introduced the first plug-in TBC, the BKH-2150, with 
Dynamic Tracking Playback Capability. 

Extensive research and development in digital LS! design 
has made possible a high performance TBC in only four 
circuit boards with minimum power consumption. 


SPECIFICATIONS 


Bi -2/00 (NTSC only) 


Power requirements 


AC 100 to 120V + 10% 


Power consumption 
Weight 


Dimensions 
(including handle & foot) 


Tape speed 


550W max. 

Approx. 75kg (165.3 Ib) 

Approx. 570(W) x 680(H) x 588(D) mm 
(22.5 x 268 x 23.2”) 


73.2cm/sec. Recording mode 
24.4cmisec, at 1/3 normal speed playback mode 


Recording time 


Fast forward/Rewind time 
(Transfer time) 


Recommended tapes 
Reel size 


42 min. with 11.75-inch reel 
Within 110 sec. (with 1 hour tape) 


Sony's 1-inch High Density Tape or equivalent 
NAB standard (Max. 11.75-inch type) 


BVH-2500 


Power requirements 


AC 100 to 120/220 to 240V + 10% 


Power consumption 
Weight 


Dimensions 
{including handle & foot) 


Recording heads 


550W max. 
Approx. 70kg (155 Ib) 


Approx. 570(W) x 680(H) x 588(D) mm 
(22.5 x 268 x 23.2”) 


1.5 Head System 
1 head for Video track, 1 head for Sync track 


Recording time 
(normal mode) 


Fast forward/Rewind time 
(Transfer time) 


126 min. with 11.75-inch reel (NTSC) 
128 min. with 11.75-inch reel (PAL) 


Within 110 sec. (with 1 hour tape) 


Recommended tapes 


Sony's 1-inch High Density Tape or equivalent 


Reel size 


BVH-2180 


Power requirements 


NAB standard (Max. 11.75-inch type) 


AC 100 to 120/220 to 240V + 10% 


Power consumption 
Weight 


Dimensions 
(including handle & foot) 


Recording heads 
Recording time 


Fast forward/Rewind time 
(Transfer time) 


Recommended tapes 
Reel size 


600W max. 
Approx. 77kg (170 Ib) 


Approx. 623(W) x 715(H) x 572(D) mm 
(24.5 x 28.2 x 22.5”) 


1.5 Head System 
1 head for Video track, 1 head for Sync track 


188 min. with 14-inch reel (NTSC/PAL-M) 
191 min. with 14-inch reel (PAL/SECAM) 


Within 110 sec. (with 1 hour tape) 


Sony's 1-inch High Density Tape or equivalent 
NAB standard (Max. 14-inch type) 


BVH-2000 


Power requirements AC 100 to 120/220 to 240V + 10% 

Power consumption 550W max. 

Weight Approx. 70kg (155 Ib) 

Dimensions Approx. 570(W) x 680(H) x 588(D) mm 
(including handle & foot) (22.5 x 26.8 x 23.2”) 


Recording heads 
Recording time 


Fast forward/Rewind time 
(Transfer time) 


Recommended tapes 
Reel size 


BVH-500A 


Power requirements 
Power consumption 
Weight 


Dimensions 


Recording heads 


1.5 Head System 
1 head for Video track, 1 head for Sync track 


126 min. with 11.75-inch reet (NTSC/PAL-M) 
128 min. with 11.75-inch reel (PAL/SECAM) 


Within 110 sec. (with 1 hour tape) 


Sony's 1-inch High Density Tape or equivalent 
NAB standard (Max. 11.75-inch type) 


DC 12V 
60W max. 


Approx. 16kg (35 tb 4 oz) without batteries & 
reels 


Recording time 


Fast forward/Rewind time 
Recommended tapes 
Reel size 


Approx. 395(W) x 178(H) x 425(D) mm 
(1567 x 16.7”) 


1.5 Head System 
1 head for Video track, 1 head for Sync track 


62 min. with 9-inch reel (NTSC/PAL-M) 
64 min. with 9-inch reel (PAL/SECAM) 


5 min. max. with 9-inch reel 
Sony's 1-inch High Density Tape or equivalent 
NAB standard (Max. 9-inch type) 


Battery life 


Approx. 80 min. with two BP-90 batteries 


Design and specifications are subject to change without notice. 


SONY. 


Broadcast 


Sony Broadcast Products Company, 1600 Queen Anne Rd., Teaneck, NJ 07666. 
© 1985 Sony Corp. of America. Sony is a registered trademark of Sony Corp. 


